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ROKOAT RPX3000 Ultra AM
Overview

ROKOAT RPX 3000 Ultra ceramic coating is unique amongst its competitors providing chemical resistance, 
corrosion protection and a super-smooth glass like non-stick surface.  It has been specifically developed by 
ROKOAT’s laboratories to withstand extreme corrosive and abrasive conditions that can quickly destroy 
conventional paint protective coatings, plus it contains Rokoat’s Anti-Microbial Agent - the antimicrobial 
formulation helps to lower the bio-burden and continuously protects treated surfaces from the colonization 
of viruses, bacteria, mould, mildew and fungi for as long as the coating remains intact on the treated surface*. 
Rokoat RPX3000 Ultra AM also contains a food-safe, black-light detectable optical brightener which displays 
if the coating is still present on the surface.. Outdoor durability and colour stability are excellent.  ROKOAT 
RPX 3000 Ultra is weather, UV, chemical, salt and abrasion resistant and provides a near indestructible 
surface coating. 

Almost any clean surface including aluminium, 
wood, metals of all types, plastic, brick, glass, 
rubber, gel coats and fibreglass. Ideal for 
prevention of surface deterioration on Jacuzzis 
and swimming pools. 
All major painted surfaces on boats and yachts, 
cars and other automobiles, trains & aircraft. 
Typical applications: Marine environments; 
construction, marine, automotive industry, 
industrial and farm equipment, walls, ceilings and 
walls of subways and any metal surface. 
Can dramatically reduce adherence and facilitates 
the removal of graffiti on most surfaces.

Applicable SurfacesFeatures

• The super slick surface reduces marine growth from 
attaching to yacht barge and ship hulls. 

• Reduces drag in both marine and aviation 
industries. 

• UV, weather, chemical, salt and abrasion resistant. 
• Extreme adhesion to substrate, adhering to almost 

any clean surface. 
• Provides ultra-durable surface. 
• 20μm thickness for extreme protection. 
• 20SD – Slow Dry formula available for tropical & 

warm climates 
• No topcoat necessary. 
• Anti-Microbial Agent - guards against 

microorganism colonies. 
• Black-light detectable optical brightener included. 
• Contains no zinc, lead or chromates. 
• Prevents soot stain damage to the paintwork and 

prevents soot from penetrating the paint surface. 
• Up to 4 years protection.



	   
• Professional Application only. 
• Detailed application methods can be found in 

the Product Application Guide. 
• Use in well ventilated areas.  
• Clean and prepare carefully the surface to be 

treated. 
• Use vapour filters on a mask. 
• This product has extreme adhesion properties 

and requires high abrasion for removal. Ensure 
surfaces that are not to be coated are well 
protected. 

• Do not use in direct sunlight. 
• Can be stored for up to 12 months in original 

unopened container.  
• Store away from heat and sunlight.** 
• Further information can be found in the 

ProductMaterial Safety Data Sheet (MSDS). 
• Visit rokoat.com for further information.

Application Methods & Storage Considerations
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Properties

Colour Clear

Viscosity 18-20 sec # 2 Zahn@25°C 
(77°F)

Percent of Solids 45%

Odour (liquid) Slight Solvent

Odour (cured) NONE

V.O.C. Exempt per CFR 51.1 / 
regulation 8

RoHS Compliant

Coefficient of Friction 0.02-0.03μ

Thermal Stability (cured) 815°C  (1500°F)

Conical Bond - (0.3175 cm mandrel) 
Passed (ASTM D522.93a)

Pencil Hardness 5h* (ambient cure)(ASTM 
D3363)

Cross cut adhesion 5B (ASTM D3359)

Specific Gravity 0.900 (ASTM D891.09)

Average applied dry film 
thickness

19.5 microns

Estimated Coverage Rate 
@19.5μm

22m2 per litre

Transfer to surrounding 
material

Zero (0) transfer of 
contaminates

Dust free (time @ambient) 15 – 25 minutes (average)

Semi-cured (time-
ambient)

24hrs (50% of properties)

Full Cure Time (ambient) 5 days (average)

Re-coat (or to apply 
stickers, decals)

Requires ROKOAT 
TechShield Bonding Primer

Cleaning MEK

http://rokoat.com
http://rokoat.com
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